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* The M9 positioning spacer is also supplied with the M10 wheels and the gray spacer kit M40409. It must be:
• Kept for mounting with a Shimano 8, 9 or 10 speed transmission.
• Removed for mounting with a Campagnolo 8, 9 or 10 speed transmission.

** To obtain information on the M10 cassette, refer to our website www.mavic.com, our retailer catalog or to the user guide supplied with the cassette.

SHIMANO CAMPAGNOLO

With

ED8 M10** ED9 M10** ED10 M10**

Without

M10 ED10 M10 ED10 M10 ED10 M10

Your transmission:

Number of speeds:

Mavic wheel to be used:

M9 positioning spacer M40417*:

Type of cassette to be used:

8 9 8 9 10

HG9 M10**HG8

INDEXING COMPATIBILITY OF ROAD WHEELS

SINCE 2004, ALL MAVIC ROAD WHEELS ARE FITTED WITH THE FTS-L FREE WHEEL BODY, AND ARE CONSEQUENTLY M10 AND ED10 
COMPATIBLE (YOU CHOOSE WHEN ORDERING THE WHEEL).

Refer to the following chart to know which wheel and which cassette to use according to your transmission:

Since 2004, the Speedcity wheel is offered with M10 compatibility (in place of HG9 in 2003). It is, of course, supplied with the positioning spacer M40417.
Consequently, it can be used with:

• the HG 8 or 9 speed cassettes, by keeping the M9 positioning spacer M40417;
• the M10 Mavic cassette with 8 (alu spacers), 9 (gray spacers) or 10 (yellow spacers) speeds, by removing the M9 positioning spacer M40417;

With the FTS-L technology fitted since it is also possible to mount an ED10 free wheel body on a Speedcity wheel and therefore an ED9 or ED10 cassette.

SPECIAL CASE FOR THE SPEEDCITY WHEEL

HG10

10

**See riding segmentation chart on page 04.

RECOMMENDED MAXIMUM TIRE PRESSURES FOR MAVIC WHEELS

58
61
63
66
69
71
74
76

2,30
2,40
2,50
2,60
2,70
2,80
2,90
3,00

Maximum pressure 
(bar)
3,30
3,20
3,00
2,80
2,70
2,50
2,40
2,20

Maximum pressure 
(PSI)
49
47
44
41
39
36
34
32

EXTREME MTB*
Tire width

 in ” in mm

Maximum pressure 
(bar)
10,0
9,5
9,0
8,0
7,0

Maximum pressure 
(PSI)
146
138
131
117
103

ROAD, TRIATHLON and ASPHALT*

Tire width 
in mm

19
23
25
28
32

25
30
38
45
47
48
50
51
53

1,00
1,20
1,50
1,75
1,85
1,90
1,95
2,00
2,10

Maximum pressure 
(bar)
7,70
7,00
6,00
5,20
4,80
4,70
4,50
4,30
4,00

Maximum pressure 
(PSI)
113
103
88
76
71
69
66
63
59

Tire width
 in ” in mm

CROSS COUNTRY RACING*

53
56
58
61
63

2,10
2,20
2,30
2,40
2,50

Maximum pressure 
(bar)
3,70
3,50
3,30
3,20
3,00

Maximum pressure 
(PSI)
55
52
49
47
44

ENDURO FR*
Tire width

 in ” in mm

48
50
51
53
56
58

1,90
1,95
2,00
2,10
2,20
2,30

Maximum pressure 
(bar)
4,70
4,50
4,30
4,00
3,70
3,30

Maximum pressure 
(PSI)
69
66
63
59
55
49

Tire width
 in ” in mm

CROSS MOUNTAIN*

Campagnolo

M40182
Original

Alu

M40181

Yellow

M40573

Black
Spacer

Ref.:

Color:
Original Original Original

Gray

M40409
Original
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