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ASTM CATEGORY 1 : road only
For a longer longevity of the wheel, Mavic recommends that the total weight supported by
the wheels doesn't exceed 120kg, bike included
Recommended tyre sizes: 21 to 28 mm
Max. Pressure: 23mm 8.7 bars - 125 psi
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付属品
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COMPATIBILITY
Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram or
Campagnolo, convertible to XD-R with
optional driver body
   

Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Front axle: Quick Release only
   

Front axle: Quick Release only
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Front axle: Quick Release only
   

Rear axle: Quick Release only
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Specifications

リム▪Tyre :  tubular
▪Recommended tyre sizes :  21 to 28 mm
▪Tyre :  tubular
▪Tyre :  tubular
▪Tyre :  tubular
▪Tyre :  tubular
▪Tyre :  tubular
Exalith 2
SUP

ホイールハブ▪Rear body :  aluminum
▪Rear body :  aluminum
▪Rear body :  aluminum
▪Rear body :  aluminum
▪Rear body :  aluminum
▪Rear body :  aluminum
▪Axle material :  aluminum
Adjustable sealed cartridge bearings
▪Freewheel :  FTS-L steel
▪Axle material :  aluminum
▪Axle material :  aluminum
▪Axle material :  aluminum
▪Axle material :  aluminum
▪Axle material :  aluminum
Adjustable sealed cartridge bearings
Adjustable sealed cartridge bearings
Adjustable sealed cartridge bearings
Adjustable sealed cartridge bearings
▪Freewheel :  FTS-L steel
▪Freewheel :  FTS-L steel
▪Freewheel :  FTS-L steel
▪Freewheel :  FTS-L steel
▪Freewheel :  FTS-L steel
FTS-L
QRM+

VERSIONS▪Color :  Black only
▪Color :  Black only
▪Color :  Black only
▪Color :  Black only

ホイールの重み
ホイール重量（クイックリリー
スおよびクリンチャー/チュー
ブラーを除く）（g）：
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