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Comète Road Tubular 2016

FRONT

Download date: 2024-05-08 / Update date: 2023-09-13

ASTM CATEGORY 1 : road only
Recommended weight limit : 120kg
Recommended tyre sizes: 21 to 28 mm
Max. Pressure: 23mm 8.7 bars - 125 psi
Max. Pressure: see indication on wheel and tyre. If they differ, use the lower of the 2
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Comète Road Tubular 2016

FRONT
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COMPATIBILITY
Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram, convertible to
Campagnolo with optional driver body
   

Freewheel: Shimano/Sram or Campagnolo,
convertible to XD-R with optional driver body
   

Front axle: Quick Release only
   

Front axle: Quick Release only
   

Front axle: Quick Release only
   

Front axle: Quick Release only
   

Front axle: Quick Release only
   

Rear axle: Quick Release only
   

Rear axle: Quick Release only
   

Rear axle: Quick Release only
   

Rear axle: Quick Release only
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Specifications

RIMS▪Tyre :  tubular

▪Recommended tyre sizes :  21 to 28 mm

▪Tyre :  tubular

▪Tyre :  tubular

▪Tyre :  tubular

▪Tyre :  tubular

▪Tyre :  tubular
Exalith 2
SUP

WHEEL HUB▪Rear body :  aluminum

▪Rear body :  aluminum

▪Rear body :  aluminum

▪Rear body :  aluminum

▪Rear body :  aluminum

▪Rear body :  aluminum

▪Axle material :  aluminum
Adjustable sealed cartridge bearings

▪Freewheel :  FTS-L steel

▪Axle material :  aluminum

▪Axle material :  aluminum

▪Axle material :  aluminum

▪Axle material :  aluminum

▪Axle material :  aluminum
Adjustable sealed cartridge bearings
Adjustable sealed cartridge bearings
Adjustable sealed cartridge bearings
Adjustable sealed cartridge bearings

▪Freewheel :  FTS-L steel

▪Freewheel :  FTS-L steel

▪Freewheel :  FTS-L steel

▪Freewheel :  FTS-L steel

▪Freewheel :  FTS-L steel
FTS-L
QRM+

VERSIONS▪Color :  Black only

▪Color :  Black only

▪Color :  Black only

▪Color :  Black only

WHEEL WEIGHTS
Wheel weight
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