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IO 2017

FRONT

Download date: 2024-04-26 / Update date: 2024-04-10

ASTM CATEGORY 1 : road only
Recommended weight limit : 120kg
Recommended tire sizes: 21 to 28 mm
Max. Pressure: see indication on wheel and tyre. If they differ, use the lower of the 2
Max. Pressure: 23mm 8.7 bars - 125 psi

REFERENCES WHEELS
F70741 IO 17 700

HUB SHELLS

1 M40131 KIT BEARINGS FRONT 12x24x6 6901 (IO track)
2 M40130 FRONT IO AXLE + ADJUSTING NUT
3 M40124 M6 AXLE BOLTS/ALU SUPPORTS FRT IO TRACK

ADAPTERS

V2372501 15mm MTB Axle Cap QRM Auto From 2019
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COMPATIBILITY
FTS-L Shimano / Sram freewheel body
([30871101] - Delivered on the wheel)
   

ID360 XD-R freewheel body ([V2580101])
   

Specifications

RIMS▪Material :  3K carbon fibers

▪Tire :  tubular

▪Tire :  tubular

▪Tire :  tubular

▪Tire :  tubular

▪Tire :  tubular

▪Tire :  tubular

▪Tire :  tubular

WHEEL HUB▪Body :  aluminum

▪Body :  aluminum

▪Axle material :  aluminum

▪Body :  aluminum

▪Body :  aluminum

▪Body :  aluminum
Sealed cartridge bearings

▪Body :  aluminum

▪Body :  aluminum
QRM

▪Axle material :  aluminum

▪Axle material :  aluminum

▪Axle material :  aluminum

▪Axle material :  aluminum

▪Axle material :  aluminum
Sealed cartridge bearings
Sealed cartridge bearings
Sealed cartridge bearings
Sealed cartridge bearings
Sealed cartridge bearings

▪Axle material :  steel

▪Axle size :  front 9x100

▪Bearing technology :  QRM automatic setting -
cartridge
QRM

VERSIONS▪Color :  Black only

▪Color :  Black only

▪Color :  Black only

▪Color :  Black only

▪Color :  Black only

WHEEL WEIGHTS
Wheel weight
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